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OutdoorsLED MODULES
PRODUCT FEATURES

Reduced mounting and wiring effort

Broad portfolio for optic lens and covers available 

Wide Color Temperature Range: From 2200K to 6500K

Ideal for outdoor lighting. Thanks to “SMT ceramic package with silicone lenses 

Luminious Efficacy: up to 171  lm/w 

Colour Rendering index CRI > 70

Simple installation via clips or screws

3 years guarantee

Product Code
Color

Temperature

Total
Number
of LEDs

Number
of Parallel

strings

Number of
LEDs per
strings

Min. Forward 
Voltage 

@ts=85 C(V)

Max.Forward
Voltage

@ts=25 C(V)

Max. Power
Consumption

(W)

Colour 
Rendering
Index (CRI)

Luminous Flux
@ts=85 C (lm)

Luminous Flux
@ts=85 C (lm)

LNR-AL1-300x16-SQRX12-40K 4000K 12 1 12 5718 6060 32,4 37,2 39,06 >70

Operating mode at 1050mA constant current

LNR-AL1-300x16-SQRX12-40K 4000K 12 1 12 7220 7651 32,4 37,2 52,08 >70

Operating mode at 1400mA constant current

LNR-AL1-300X16-SQRX12

Linear

Area High bay

Street

LED

• High quality PCB material, IPC6012-D/IPC-A600-J-CLASS 2

• PCB Raw Material Spesification:

· Material: IMS with ALU Core

· Thickness: 1 L / 1,6 mm 35 um for ideal cooling 

· Colour: White

· Surface Cover: Lead Free HAL Tin

· Thermal Conductivity 1 <x>1 W/m.k

· CTI=> 600 V

· TG: 120 ºC

PCB 
Standart 

GW CSSRM2.PM 700mA 1800mA 323lm 2,80 165 lm/W @ 5000 K 3000K - 6500K min. 70

GW CSSRM2.EM 700mA 1800mA 266lm 2,80 136 lm/W @ 5000 K 2700K - 5000K min. 80

GW CSSRM2.CM 700mA 1800mA 215lm 2,80 110 lm/W @ 5000 K 2700K - 6500K min. 90

GW CSSRM3.PM 700mA 1800mA 335lm 2,80 171 lm/W @ 5000 K 2200K - 6500K min. 70

GB CS8PM1.13-BLUE
GR CS8PM1.23-RED

GT CS8PM1.13-GREEN

GY CS8PM1.23-YELLOW

350mA
350mA

350mA

350mA

1000mA
1000mA

1000mA

1000mA

43lm
85lm

148lm

76lm

465 nm
634 nm

521 nm

593 nm

2.85 V
2.10 V

2.70 V

2.20 V

43 lm/W @ 3000 K
115 lm/W @ 3000 K

157 lm/W @ 3000 K

99 lm/W @ 3000 K

Wavelenght Typ. Forward
Voltage

OSLON SQUARE-3030

OSLON SSL 80°-3030 COLOR



Drivers

SAR-60-1050-IP65

Brand SARNEKS

Model SAR-60-1050

IP Protection IP65

Power 42…60W

Vin 90…264VAC

Vout 34…57V

Iout (mA) 1050

Efficiency >90

Ripple <30

Power Factor >0,90

Life Time (hr) 50.000

Dimension 163x43x32mm

Guarantee 3 Years

Certificate CE

SAR-60-1400-IP65

Brand SARNEKS

Model SAR-60-1400

IP Protection IP65

Power 42…63W

Vin 90…264VAC

Vout 26…45V

Iout (mA) 1400

Efficiency >90

Ripple <40

Power Factor >0,90

Life Time (hr) 50.000

Dimension 163x43x32mm

Guarantee 3 Years

Certificate CE

ELEMENT 
55/220-240/1A2 CS L 

Brand OSRAM

Model ELEMENT 55/220

IP Protection IP20

Power 21…61W

Vin 198…264VAC

Vout 23…51V

Iout (mA) 920-1050-1075-1200

Efficiency >89

Ripple <30

Power Factor >0,98

Life Time (hr) 50.000

Dimension 280x30x21mm

Guarantee 3 Years

Certificate CE, ENEC

Lenses

Heatsink & Led Housing

6063 Quality Aluminum Profile
40-45W Cooling in 355mm Length
Polycarbonate glass + Lens compatibility
Outdoor Lighting

6063 Quality Aluminum Profile
40-45W Cooling in 355mm Length
Glass lens compatibility only
Outdoor Lighting

6063 Quality Aluminum Profile
25W Cooling in 355mm Length
Glass lens compatibility only
Indoor Lighting IP20

DB-01-IP67 DB-67-IP67 LP-21

Dimension: 13,00mm diameter – Height: 7,40mm 

Material: PMMA

Lens Code Beam Angles
BK-LED-097WC129 15,6°

BK-LED-097WB25 28,5°

BK-LED-097WC45 42,6° 

ANGLES

BK-LED-097WC129 BK-LED-097WB25 BK-LED-097WC45



OutdoorsLED MODULES
PRODUCT FEATURES

Reduced mounting and wiring effort

Broad portfolio for optic lens  and covers available

Wide Color Temperature Range : Form 2700K - 6500K

Suitable for outdoor use. New SMT package, colored diffused silicone resin

Luminious Efficacy : up to 164lm/w

Colour Rendering index CRI > 70

Simple installation via clips or screws

• High quality PCB material, IPC6012-D/IPC-A600-J-CLASS 2

• PCB Raw Material Spesification:

· Material: IMS with ALU Core

· Thickness: 1 L / 1,6 mm 35 um for ideal cooling 

· Colour: White

· Surface Cover: Lead Free HAL Tin

· Thermal Conductivity 1 <x>1 W/m.k

· CTI=> 600 V

· TG: 120 ºC

PCB 
Standart 

Product Code
Color

Temperature

Total
Number
of LEDs

Number
of Parallel

strings

Number of
LEDs per
strings

Min. Forward 
Voltage 

@ts=45 C(V)

Max.Forward
Voltage

@ts=25 C(V)

Max. Power
Consumption

(W)

Colour 
Rendering
Index (CRI)

Luminous Flux
@ts=45 C (lm)

Luminous Flux
@ts=45 C (lm)

REC-AL1-202X124-DS5X96-30 3000K 96 8 12 15666 16728 71,4 73,2 102,48 >70

Operating mode at 1400mA constant current

REC-AL1-202X124-DS5X96-40K 4000K 96 8 12 16197 17259 71,4 73,2 102,48 >70

Operating mode at 1400mA constant current

REC-AL1-202X124X1.6-DS5X96

Area High bay

Street

LED

Push Terminals for quick and simple wiring of LED module to LED module

GT PSLR31.13 Green 540 nm 170 lm 181 lm/W 5.6V...6.8V

5.6V...6.8V

5.6V...6.8V

51 %

26 lm/W

480 mW

24 lm

450 nm

620 nm

Deep Blue

Red

GD PSLR31.13

GR PSLR31.13

DURIS S5 COLOR

DURIS S5 WHITE

GW PSLT33.EM

GW PSLT33.PM

150mA 200mA 137lm 6,4 144 lm/W @ 3000 K 2700K - 6500K min. 80

min. 702700K - 6500K164 lm/W @ 3000 K6,4156lm200mA150mA

Color Wavelengt Typ. Flux @ 150 mA
(grouping current)

Typ. Forward VoltageE�cacy @ 6.20 V, 150 mA



6063 Quality Aluminum Profile
Polycarbonate glass + Lens compatibility
Outdoor Lighting

6063 Quality Aluminum Profile
Polycarbonate glass + Lens compatibility
Outdoor Lighting

PR-18 - IP 67 SKL-18-IP67

Drivers
OT 100/220-240/1A4 
1DIM A P7

Brand OSRAM

Model OT 100/220-240/1A4 1DIM A P7

IP Protection IP67

Power 50…100W

Vin 198…264VAC

Vout 72…144V

Iout (mA) 400-1400

Efficiency 91

Ripple <25

Power Factor >0,98

Life Time (hr) 100.000

Dimension 212x68,5x37mm

Guarantee 5 Years

Certificate CE, ENEC

Lenses

Heatsink & Led Housing

Dimension: 50,00mm x 50,00mm side
Material: PC (Top: -40°…80°C)

Lens Code Beam Angles
DK5050-12H1-30 30° Symmetric

DK5050-12H1-60 60° Symmetric

DK5050-12H1-90X90 90° Symmetric

DK5050-12H1-150X75-TII-S 150°x75° Asymmetric



GT PSLR31.13 Green 540 nm 170 lm 181 lm/W 5.6V...6.8V

5.6V...6.8V

5.6V...6.8V

51 %

26 lm/W

480 mW

24 lm

450 nm

620 nm

Deep Blue

Red

GD PSLR31.13

GR PSLR31.13

OutdoorsLED MODULES
PRODUCT FEATURES

Reduced mounting and wiring effort

Broad portfolio for optic lens and covers available 

Wide Color Temperature Range: From 2700K to 6500K

Suitable for outdoor use. New SMT package, colored diffused silicone resin

Luminious Efficacy: up to 164 lm/w 

Colour Rendering index CRI > 70 

Simple installation via clips or screws

3 years guarantee

Product Code
Color

Temperature

Total
Number
of LEDs

Number
of Parallel

strings

Number of
LEDs per
strings

Min. Forward 
Voltage 

@ts=45 C(V)

Max.Forward
Voltage

@ts=25 C(V)

Max. Power
Consumption

(W)

Colour 
Rendering
Index (CRI)

Luminous Flux
@ts=45 C (lm)

Luminous Flux
@ts=45 C (lm)

LNR-AL1-300x16-DS5X12-40K 4000K 12 2 6 1709 1825 35,7 36,6 10,98 >70

Operating mode at 300mA constant current

REC-AL1-202X124-DS5X96-40K 4000K 12 2 6 1958 2091 35,7 36,6 12,81 >70

Operating mode at 350mA constant current

Linear

Area Wall High bay

Street

LED

• High quality PCB material, IPC6012-D/IPC-A600-J-CLASS 2

• PCB Raw Material Spesification:

· Material: IMS with ALU Core

· Thickness: 1 L / 1,6 mm 35 um for ideal cooling 

· Colour: White

· Surface Cover: Lead Free HAL Tin

· Thermal Conductivity 1 <x>1 W/m.k

· CTI=> 600 V

· TG: 120 ºC

PCB 
Standart 

LNR-AL1-300X16X1.6-DS5X12

DURIS S5 COLOR

DURIS S5 WHITE

GW PSLT33.EM

GW PSLT33.PM

150mA 200mA 137lm 6,4 144 lm/W @ 3000 K 2700K - 6500K min. 80

min. 702700K - 6500K164 lm/W @ 3000 K6,4156lm200mA150mA

Color Wavelengt Typ. Flux @ 150 mA
(grouping current)

Typ. Forward VoltageE�cacy @ 6.20 V, 150 mA

16

300



Drivers

Lenses

Heatsink & Led Housing

6063 Quality Aluminum Profile
40-45W Cooling in 355mm Length
Polycarbonate glass + Lens compatibility
Outdoor Lighting

6063 Quality Aluminum Profile
40-45W Cooling in 355mm Length
Glass lens compatibility only
Outdoor Lighting

6063 Quality Aluminum Profile
25W Cooling in 355mm Length
Glass lens compatibility only
Indoor Lighting IP20

DB-01-IP67 DB-67-IP67 LP-21

ELEMENT 18/220-240/350 D CS L

Brand OSRAM

Model ELEMENT 18/220-240/350 D CS L

IP Protection IP20

Power 5…18,9 W

Vin 198…264VAC

Vout 25…54V

Iout (mA) 200-250-300-350

Efficiency 88

Ripple <30

Power Factor >0,97

Life Time (hr) 50.000

Dimension 210x30x21mm

Guarantee 3 Years

Certificate CE, ENEC

Dimension: 13,00mm diameter – Height: 7,40mm 

Material: PMMA

Lens Code Beam Angles
BK-LED-097WC129 15,6°

BK-LED-097WB25 28,5°

BK-LED-097WC45 42,6° 

ANGLES

BK-LED-097WC129 BK-LED-097WB25 BK-LED-097WC45



GW PUSRA1.PM 700mA 1500mA 333lm 2,80 169 lm/W @ 3000 K 3000K - 6500K min. 70

min. 802700K - 5700K135 lm/W @ 3000 K2,80265lm1500mA700mAGW PUSRA1.EM

GW PUSTA1.PM

GW PUSTA1.EM

1050mA 3000mA 500lm 2,75 173 lm/W @ 3000 K 2200K - 6500K min. 70

min. 802700K - 5700K146 lm/W @ 3000 K2,75424lm3000mA1050mA

OutdoorsLED MODULES
PRODUCT FEATURES

Push Terminals for quick and simple wiring of LED module to LED module

Reduced mounting and wiring effort

Broad portfolio for optic lens and covers available 

Wide Color Temperature Range: From 3000K to 6500K

Suitable for outdoor use. New SMT package, colored diffused silicone resin

Luminious Efficacy: up to 169  lm/w 

Colour Rendering index CRI > 70 

Simple installation via clips or screws

3 years guarantee

Product Code
Color

Temperature

Total
Number
of LEDs

Number
of Parallel

strings

Number of
LEDs per
strings

Min. Forward 
Voltage 

@ts=85 C(V)

Max.Forward
Voltage

@ts=25 C(V)

Max. Power
Consumption

(W)

Colour 
Rendering
Index (CRI)

Luminous Flux
@ts=85 C (lm)

Luminous Flux
@ts=85 C (lm)

REC-AL1-145X43-DP8X12-50K 5000K 12 1 12 3865 4578 35,4 36,3 25,41 >70

Operating mode at 700mA constant current

REC-AL1-145X43-DP8X12-50K 5000K 12 1 12 6725 7961 35,4 36,3 50,82 >70

Operating mode at 1400mA constant current

Area High bay

Street

LED

• High quality PCB material, IPC6012-D/IPC-A600-J-CLASS 2

• PCB Raw Material Spesification:

· Material: IMS with ALU Core

· Thickness: 1 L / 1,6 mm 35 um for ideal cooling 

· Colour: White

· Surface Cover: Lead Free HAL Tin

· Thermal Conductivity 1 <x>1 W/m.k

· CTI=> 600 V

· TG: 120 ºC

PCB 
Standart 

REC-AL1-145X43X1.6-DP8X12

OSCONIQ 3737-2W Version

OSCONIQ 3737-3W Version

43

145



SAR1A

Drivers

Lenses

Heatsink & Led Housing

Dimension: 173,00mm x 71,40mm side

Material: PMMA 8N (Top: -40°…90°C)

Non-Yellowing, 10 Year Guarantee

Nactus 2x6 series is made of the same material 
used to produce PLEXIGLAS® Solar which 
guarantees it will show no yellowing for 10 years.

Lens Code Beam Angles - IP65
SAR1A 149° X 95°

PLL120001TR 15° 

PLL120002TR 34° 

PLL120001 60° 

PLL120002 90° 

ANGLES

6063 Quality Aluminum Profile
Polycarbonate glass + Lens compatibility
Outdoor Lighting

6063 Quality Aluminum Profile
Polycarbonate glass + Lens compatibility
Outdoor Lighting

DB-01-IP67 SKL-01-IP67

ELEMENT 35/220-240/800 CS L

Brand OSRAM

Model ELEMENT 35/220-240/800 CS L

IP Protection IP20

Power 11,5…40W

Vin 198…264VAC

Vout 23…51V

Iout (mA) 500-600-700-800

Efficiency 88

Ripple <30

Power Factor >0,98

Life Time (hr) 50.000

Dimension 210x30x21mm

Guarantee 3 Years

Certificate CE, ENEC



GW CSSRM2.PM 700mA 1800mA 323lm 2,80 165 lm/W @ 3000 K 3000K - 6500K min. 70

min. 802700K - 5000K136 lm/W @ 3000 K2,80266lm1800mA700mA

min. 902700K - 6500K110 lm/W @ 3000 K2,80215lm1800mA700mA

min. 702200K - 6500K171 lm/W @ 3000 K2,80335lm1800mA700mA

GW CSSRM2.EM

GW CSSRM2.CM

GW CSSRM3.PM

OutdoorsLED MODULES
PRODUCT FEATURES

Push Terminals for quick and simple wiring of LED module to LED module

Reduced mounting and wiring effort

Broad portfolio for optic lens and covers available 

Wide Color Temperature Range: From 2200K to 6500K

Ideal for outdoor lighting. Thanks to SMT ceramic package with silicone lenses

Luminious Efficacy: up to 171  lm/w 

Colour Rendering index CRI > 70

Simple installation via clips or screws

3 years guarantee

Product Code
Color

Temperature

Total
Number
of LEDs

Number
of Parallel

strings

Number of
LEDs per
strings

Min. Forward 
Voltage 

@ts=85 C(V)

Max.Forward
Voltage

@ts=25 C(V)

Max. Power
Consumption

(W)

Colour 
Rendering
Index (CRI)

Luminous Flux
@ts=85 C (lm)

Luminous Flux
@ts=85 C (lm)

REC-AL1-145X43X1.6-SQRX12 4000K 12 1 12 4025 4264 35,4 36,3 25,41 >70

Operating mode at 700mA constant current

REC-AL1-145X43X1.6-SQRX12 4000K 12 1 12 7223 7654 35,4 36,3 50,82 >70

Operating mode at 1400mA constant current

Area High bay

Street

LED

• High quality PCB material, IPC6012-D/IPC-A600-J-CLASS 2

• PCB Raw Material Spesification:

· Material: IMS with ALU Core

· Thickness: 1 L / 1,6 mm 35 um for ideal cooling 

· Colour: White

· Surface Cover: Lead Free HAL Tin

· Thermal Conductivity 1 <x>1 W/m.k

· CTI=> 600 V

· TG: 120 ºC

PCB 
Standart 

REC-AL1-145X43X1.6-SQRX12

OSLON SQUARE -3030 

GB CS8PM1.13-BLUE
GR CS8PM1.13-RED

GT CS8PM1.13-GREEN

GY CS8PM1.13-YELLOW

350mA
350mA

350mA

350mA

1000mA
1000mA

1000mA

1000mA

43lm
85lm

148lm

76lm

465 nm
634 nm

521 nm

593 nm

43 lm/W 
115 lm/W 

157 lm/W 

99 lm/W 

OSLON SSL 80°-3030 COLOR Wavelenght

43

145

2.85 V
2.10 V

2.70 V

2.20 V

Typ. Forward
Voltage



SAR1A

Drivers

Lenses

Heatsink & Led Housing

Dimension: 173,00mm x 71,40mm side

Material: PMMA 8N (Top: -40°…90°C)

Non-Yellowing, 10 Year Guarantee

Nactus 2x6 series is made of the same material 
used to produce PLEXIGLAS® Solar which 
guarantees it will show no yellowing for 10 years.

Lens Code Beam Angles - IP65
SAR1A 149° X 95°

PLL120001TR 15° 

PLL120002TR 34° 

PLL120001 60° 

PLL120002 90° 

ANGLES

6063 Quality Aluminum Profile
Polycarbonate glass + Lens compatibility
Outdoor Lighting

6063 Quality Aluminum Profile
Polycarbonate glass + Lens compatibility
Outdoor Lighting

DB-01-IP67 SKL-01-IP67

ELEMENT 35/220-240/800 CS L

Brand OSRAM

Model ELEMENT 35/220-240/800 CS L

IP Protection IP20

Power 11,5…40W

Vin 198…264VAC

Vout 23…51V

Iout (mA) 500-600-700-800

Efficiency 88

Ripple <30

Power Factor >0,98

Life Time (hr) 50.000

Dimension 210x30x21mm

Guarantee 3 Years

Certificate CE, ENEC



OutdoorsLED MODULES
PRODUCT FEATURES

Push Terminals for quick and simple wiring of LED module to LED module

Reduced mounting and wiring effort

Broad portfolio for optic lens and covers available 

Wide Color Temperature Range: From 2200K to 6500K

Compatible for outdoor lighting. Thanks to “SMT ceramic package with silicone lenses 

Luminious Efficacy: up to 171  lm/w 

Colour Rendering index CRI > 70 

Simple installation via clips or screws

3 years guarantee

Product Code
Color

Temperature

Total
Number
of LEDs

Number
of Parallel

strings

Number of
LEDs per
strings

Min. Forward 
Voltage 

@ts=85 C(V)

Max.Forward
Voltage

@ts=25 C(V)

Max. Power
Consumption

(W)

Colour 
Rendering
Index (CRI)

Luminous Flux
@ts=85 C (lm)

Luminous Flux
@ts=85 C (lm)

REC-AL1-250X171-OSLX48-40K 4000K 48 1 48 16095 17056 141,6 145,2 101,64 >70

Operating mode at 700mA constant current

REC-AL1-250X171-OSLX48-40K 4000K 48 1 48 28892 30617 141,6 145,2 203,28 >70

Operating mode at 1400mA constant current

Area High bay

Street

LED

• High quality PCB material, IPC6012-D/IPC-A600-J-CLASS 2

• PCB Raw Material Spesification:

· Material: IMS with ALU Core

· Thickness: 1 L / 1,6 mm 35 um for ideal cooling 

· Colour: White

· Surface Cover: Lead Free HAL Tin

· Thermal Conductivity 1 <x>1 W/m.k

· CTI=> 600 V

· TG: 120 ºC

PCB 
Standart 

 
REC-AL1-250X171X1.6-OSLX48

GW CSSRM2.PM 700mA 1800mA 323lm 2,80 165 lm/W @ 3000 K 3000K - 6500K min. 70

min. 802700K - 5000K136 lm/W @ 3000 K2,80266lm1800mA700mA

min. 902700K - 6500K110 lm/W @ 3000 K2,80215lm1800mA700mA

min. 702200K - 6500K171 lm/W @ 3000 K2,80335lm1800mA700mA

GW CSSRM2.EM

GW CSSRM2.CM

GW CSSRM3.PM

OSLON SQUARE -3030 

GB CS8PM1.13-BLUE
GR CS8PM1.13-RED

GT CS8PM1.13-GREEN

GY CS8PM1.13-YELLOW

350mA
350mA

350mA

350mA

1000mA
1000mA

1000mA

1000mA

43lm
85lm

148lm

76lm

465 nm
634 nm

521 nm

593 nm

43 lm/W 
115 lm/W 

157 lm/W 

99 lm/W 

OSLON SSL 80°-3030 COLOR Wavelenght

2.85 V
2.10 V

2.70 V

2.20 V

Typ. Forward
Voltage



Drivers
OT 150/220-240/1A4 1DIM A P7

Brand OSRAM

Model OT 150/220-240/1A4 1DIM A P7

IP Protection IP67

Power 75…150W

Vin 198…264VAC

Vout 107…214V

Iout (mA) 400-1400

Efficiency 92

Ripple <25

Power Factor >0,97

Life Time (hr) 100.000

Dimension 212x68,5x37mm

Guarantee 5 Years

Certificate CE, ENEC

6063 Quality Aluminum Profile
Polycarbonate glass 
Outdoor Lighting
GE Bayar Silikon, Vulkanize  
(45-55-65) Shore-A

PR-28
6063 Quality Aluminum Profile
Polycarbonate glass 
Outdoor Lighting
GE Bayar Silikon, Vulkanize  
(45-55-65) Shore-A

SKL-28

Heatsink & Led Housing

Lenses
Dimension: 50,00mm x 50,00mm side

Material: PMMA 8N (Top: -40°…90°C)

Nactus Small 2x2 series is made of the same 
material used to produce PLEXIGLAS® Solar which 
guarantees it will show no yellowing for 10 years.

Lens Code Beam Angles
KNAC0406ASM 158° x 110°

KNAC0407ASM 90°

KNAC0420ASM 50° 

ANGLES

6063 Quality Aluminum Profile
5mm tempered glass 
Outdoor Lighting
GE Bayar Silikon, Vulkanize  
(45-55-65) Shore-A

PR-79

6063 Quality Aluminum Profile
5mm Tempered Glass 
Outdoor Lighting
GE Bayar Silikon, Vulkanize 
(45-55-65) Shore-A

SKL-79 XP



OutdoorsLED MODULES
PRODUCT FEATURES

Push Terminals for quick and simple wiring of LED module to LED module

Reduced mounting and wiring effort

Broad portfolio for optic lens and covers available 

Wide Color Temperature Range: From 2200K to 6500K

Compatible for outdoor lighting. Thanks to “SMT ceramic package with silicone lenses 

Luminious Efficacy: up to 171  lm/w 

Colour Rendering index CRI > 70

Simple installation via clips or screws

3 years guarantee

Product Code
Color

Temperature

Total
Number
of LEDs

Number
of Parallel

strings

Number of
LEDs per
strings

Min. Forward 
Voltage 

@ts=85 C(V)

Max.Forward
Voltage

@ts=25 C(V)

Max. Power
Consumption

(W)

Colour 
Rendering
Index (CRI)

Luminous Flux
@ts=85 C (lm)

Luminous Flux
@ts=85 C (lm)

REC-AL1-400X80-OSLX20-40K 4000K 20 1 20 6706 7107 59 60,5 42,35 >70

Operating mode at 700mA constant current

REC-AL1-400X80-OSLX20-40K 4000K 20 1 20 12038 12757 59 60,5 84,70 >70

Operating mode at 1400mA constant current

Area High bay

Street

LED

• High quality PCB material, IPC6012-D/IPC-A600-J-CLASS 2

• PCB Raw Material Spesification:

· Material: IMS with ALU Core

· Thickness: 1 L / 1,6 mm 35 um for ideal cooling 

· Colour: White

· Surface Cover: Lead Free HAL Tin

· Thermal Conductivity 1 <x>1 W/m.k

· CTI=> 600 V

· TG: 120 ºC

PCB 
Standart 

REC-AL1-400X80X1.6-OSLX20

GW CSSRM2.PM 700mA 1800mA 323lm 2,80 165 lm/W @ 3000 K 3000K - 6500K min. 70

min. 802700K - 5000K136 lm/W @ 3000 K2,80266lm1800mA700mA

min. 902700K - 6500K110 lm/W @ 3000 K2,80215lm1800mA700mA

min. 702200K - 6500K171 lm/W @ 3000 K2,80335lm1800mA700mA

GW CSSRM2.EM

GW CSSRM2.CM

GW CSSRM3.PM

OSLON SQUARE -3030 

GB CS8PM1.13-BLUE
GR CS8PM1.13-RED

GT CS8PM1.13-GREEN

GY CS8PM1.13-YELLOW

350mA
350mA

350mA

350mA

1000mA
1000mA

1000mA

1000mA

43lm
85lm

148lm

76lm

465 nm
634 nm

521 nm

593 nm

43 lm/W 
115 lm/W 

157 lm/W 

99 lm/W 

OSLON SSL 80°-3030 COLOR Wavelenght

2.85 V
2.10 V

2.70 V

2.20 V

Typ. Forward
Voltage



Drivers

SAR-60-700

Brand SARNEKS

Model SAR-60-700

IP Protection IP65

Power 60W

Vin 90…264VAC

Vout 50…85V

Iout (mA) 700

Efficiency 88

Ripple <30

Power Factor >0,90

Life Time (hr) 50.000

Dimension 163x43x32mm

Guarantee 3 Years

Certificate CE

OT FIT 120/220-240/750 
D LT2 L

Brand OSRAM

Model OT FIT 120/220

IP Protection IP20

Power 13,5…120W

Vin 198…264VAC

Vout 54…216V

Iout (mA) 250...750

Efficiency 93

Ripple <1

Power Factor >0,99

Life Time (hr) 100.000

Dimension 360x30x21mm

Guarantee 5 Years

Certificate CE, ENEC, VDE,
EMC, EL

OT 60/220-240/1A4 
1DIM A P7

Brand OSRAM

Model OT 60/220-240

IP Protection IP67

Power 30…60W

Vin 198…264VAC

Vout 43…86V

Iout (mA) 400...1400

Efficiency 89

Ripple <30

Power Factor >0,97

Life Time (hr) 100.000

Dimension 138x82x37mm

Guarantee 5 Years

Certificate CE, ENEC

Lenses

Heatsink & Led Housing

Dimension: 35,00mm diameter – Height: 20,71mm 

Material: PMMA 8N (Top: -40°…90°C)

MR11 Standard

Non-Yellowing, 10 Year Guarantee

3 Pins provided for precise and robust mounting

Available in 35mm, 46,8mm and 50mm diameter

Lens Code Beam Angles
PL1672UN

PL1672UN

3,5°

PL1672NA

PL1672NA

10°

PL1672ME

PL1672ME

28° 

PL1672

PL1672

12°X18° 

ANGLES

6063 Quality Aluminum Profile
5mm tempered glass 
Outdoor Lighting
GE Bayar Silikon, Vulkanize  
(45-55-65) Shore-A

PR-80



OutdoorsLED MODULES
PRODUCT FEATURES

Push Terminals for quick and simple wiring of LED module to LED module

Reduced mounting and wiring effort

Broad portfolio for optic lens and covers available 

Wide Color Temperature Range: From 2200K to 6500K

Compatible for outdoor lighting. Thanks to “SMT ceramic package with silicone lenses 

Luminious Efficacy: up to 171  lm/w 

Colour Rendering index CRI > 70

Simple installation via clips or screws

3 years guarantee

Product Code
Color

Temperature

Total
Number
of LEDs

Number
of Parallel

strings

Number of
LEDs per
strings

Min. Forward 
Voltage 

@ts=85 C(V)

Max.Forward
Voltage

@ts=25 C(V)

Max. Power
Consumption

(W)

Colour 
Rendering
Index (CRI)

Luminous Flux
@ts=85 C (lm)

Luminous Flux
@ts=85 C (lm)

REC-AL1-270X230-OSLX40-40K 4000K 40 1 40 13412 14213 118 121 84,7 >70

Operating mode at 700mA constant current

REC-AL1-270X230-OSLX40-40K 4000K 40 1 40 24077 25514 118 121 169,4 >70

Operating mode at 1400mA constant current

Area High bay

Street

LED

• High quality PCB material, IPC6012-D/IPC-A600-J-CLASS 2

• PCB Raw Material Spesification:

· Material: IMS with ALU Core

· Thickness: 1 L / 1,6 mm 35 um for ideal cooling 

· Colour: White

· Surface Cover: Lead Free HAL Tin

· Thermal Conductivity 1 <x>1 W/m.k

· CTI=> 600 V

· TG: 120 ºC

PCB 
Standart 

REC-AL1-270X230X1.6-OSLX40

230

270

GW CSSRM2.PM 700mA 1800mA 323lm 2,80 165 lm/W @ 3000 K 3000K - 6500K min. 70

min. 802700K - 5000K136 lm/W @ 3000 K2,80266lm1800mA700mA

min. 902700K - 6500K110 lm/W @ 3000 K2,80215lm1800mA700mA

min. 702200K - 6500K171 lm/W @ 3000 K2,80335lm1800mA700mA

GW CSSRM2.EM

GW CSSRM2.CM

GW CSSRM3.PM

OSLON SQUARE -3030 

GB CS8PM1.13-BLUE
GR CS8PM1.13-RED

GT CS8PM1.13-GREEN

GY CS8PM1.13-YELLOW

350mA
350mA

350mA

350mA

1000mA
1000mA

1000mA

1000mA

43lm
85lm

148lm

76lm

465 nm
634 nm

521 nm

593 nm

43 lm/W 
115 lm/W 

157 lm/W 

99 lm/W 

OSLON SSL 80°-3030 COLOR Wavelenght

2.85 V
2.10 V

2.70 V

2.20 V

Typ. Forward
Voltage



6063 Quality Aluminum Profile
5mm tempered glass 
Outdoor Lighting
GE Bayar Silikon, Vulkanize  
(45-55-65) Shore-A

PR-79

6063 Quality Aluminum Profile
Polycarbonate glass 
Outdoor Lighting
GE Bayar Silikon, Vulkanize  
(45-55-65) Shore-A

PR-28

6063 Quality Aluminum Profile
Polycarbonate glass 
Outdoor Lighting
GE Bayar Silikon, Vulkanize  
(45-55-65) Shore-A

SKL-28

6063 Quality Aluminum Profile
5mm Tempered Glass 
Outdoor Lighting
GE Bayar Silikon, Vulkanize 
(45-55-65) Shore-A

SKL-79 XP

Drivers
OT 200/220-240/1A4 1DIM A P7

Brand OSRAM

Model OT 200/220-240/1A4 1DIM A P7

IP Protection IP67

Power 100…200W

Vin 198…264VAC

Vout 143…286V

Iout (mA) 400...1400

Efficiency 93

Ripple <25

Power Factor >0,98

Life Time (hr) 100.000

Dimension 227,5x68,5x37mm

Guarantee 5 Years

Certificate CE, ENEC

OT 100/120…277/700 P5

Brand OSRAM

Model OT 100/120…277/700 P5

IP Protection IP65

Power 38,5…100W

Vin 108…305VAC

Vout 55…152V

Iout (mA) 700

Efficiency 90

Ripple -

Power Factor >0,95

Life Time (hr) 80.000

Dimension 168X60X39mm

Guarantee 5 Years

Certificate CE

Lenses

Dimension: 13,00mm diameter – Height: 7,40mm 

Material: PMMA

Lens Code Beam Angles

BK-LED-097WC129 BK-LED-097WB25 BK-LED-097WC45

BK-LED-097WC129 15,6°

BK-LED-097WB25 28,5°

BK-LED-097WC45 42,6° 

ANGLES

Heatsink & Led Housing
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